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Features

- 20 parameters+3 histograms

- 3-part differentiation of WBC

- 2 counting mode: whole blood and prediluted

- Up to 60 samples per hour

- Color LCD with mouse/keyboard operation

- Built-in thermal printer, external printer optional

- External AC adapter avoids electronic noises, enhancing accuracy
- Up to 35000 sample results (including histograms) can be stored

- Multi-language software available on request

- Original factory’s blood control and calibrator
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Auto Hematology Analyzer

Manual Calibration
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Auto Calibration Setting

L-J QC Setting

Technical Specifications

Parameters WBC, LYM#, MID#, GRA#H, LYM%, MID%,
oo GRA%,RBC, HGB, MCHC, MCH, MCV, RDW-CV,
RDW-SD, HCT, PLT, MPY, PDW, PCT, PLCR
- and Histograms for WBC,RBC and PLT
- Principles Elecirical resistance for couniing WBC, RBC and PLT
Sample Yolume Prediluted 20pL, Whole Blood 9.8uL
Throughput Up to 60 samples per hour
! Display 8" color LCD
Alarms Error messages
Input/Qutput RS-232, USB, LAN, keyboard and mouse interface
Printout Buili-in thermal printer,
external printer optional
e k| Power Requirement a.c.110v-220V, 50Hz/60Hz
- ; ' Operating Environment Temperature: 15T ~357T; Humidity: 10%~90%
\ ’f Net Weight 18kg
ﬂ Dimension LxW=H (mm) | 436x363=367

Rayto reserves the right to change specifications without prior notice.
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